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СОВМЕЩЕНИЕ ВОДНЫХ ДИСПЕРСИЙ ПАРАФИНА 
И ЦЕРЕЗИНА С ДИСПЕРСИЯМИ ПОЛИМЕРОВ
к.х.н. А. Е. Терешко, проф. И. В. Голиков, 
проф. Е. А. Индейкин
Проведены исследования совместимости диспер-
сий полимеров с водными дисперсиями твердых 
углеводородов нефти. В ходе исследований 
использовали дисперсии полимеров различной 
химической природы, а также разработанные 
нами водные дисперсии парафина и церезина. 
На основании электрокинетических исследований 
установлены области pH, обеспечивающие совме-
стимость дисперсий. Исследовано влияние твердых 
углеводородов нефти на изменение поверхностной 
энергии покрытий, полученных из совмещенных 
дисперсий. Покрытия формировались как при 
обычных условиях, так и при температуре, превы-
шающей температуру плавления углеводородов. 
Установлено, что поверхностная энергия покрытий 
уменьшается даже при небольшом содержании 
углеводорода в покрытиях (до 10%). Термообработ-
ка позволяет снизить поверхностную энергию еще 
на 3–5 мДж/м2. В результате термообработки на 
поверхности полимерного покрытия формируется 
микроструктура, состоящая из кристаллов парафи-
на, что увеличивает порядковый и дисперсионный 
гистерезис смачивания. Таким образом, установ-
лены физико-химические условия совмещения 
дисперсий парафина и церезина с дисперсиями 
полимеров.
Ключевые слова: водные дисперсии, парафин, церезин, 
совместимость дисперсий, электрокинетические 
исследования, поверхностная энергия.

COMBINATION OF WATER-BASED DISPERSION OF 
PARAFFIN AND CERESIN WITH POLYMER DISPERSIONS
A. E. Tereshko, Prof. E. A. Indeikin, Prof. I. V. Golikov
The compatibility of polymer dispersions with wa-
ter-based dispersions of solid petroleum hydrocarbons 
was studied. As the objects of the investigation were 
used dispersions of polymers of diff erent chemical 
nature: polyvinylacetate, polyurethane, polyperchlor-
ovinylacrylate, copolymers of styrene with butyl(meth)
acrylate and butadiene. Water-based dispersions of 
polymers and water-based dispersions of hydrocarbons 
were combined. The water-based dispersions of the 
petroleum paraffi  n and the ceresin developed by us 
were used. The dispersion of paraffi  n is stabilized with 
polyvinyl alcohol, and the ceresin dispersion is stabi-
lized with an anionic surfactant. The pH areas providing 
of compatibility and stability of such dispersions was 
established by the electrokinetic researches. Presence 
of hydrocarbon dispersion in the system in most cases 
reduces the initial coagulation rate and increases the 
aggregative stability of the system was shown. The 
eff ect of petroleum hydrocarbons on the change in the 
surface energy of coatings formed from the combined 
dispersions was investigated. Coatings were formed 
both under ordinary conditions and at temperature 
exceeding the melting point of paraffi  n and ceresin 
(70 °C). The surface energy of coatings decreases even 
with a small content of hydrocarbon in the coatings 
(up to 10%) was established. Heat treatment allows to 
reduce the surface energy by another 3–5 mJ/m2. As a 
result of heat treatment, a microstructure consisting of 
paraffi  n crystals is formed on the surface of the poly-
mer coating, which increases the order and dispersion 
hysteresis of wetting. Thus, the physicochemical condi-
tions for combining of paraffi  n and ceresin dispersions 
with polymer dispersions have been established.
Keywords: water-based dispersions, paraffi  n, ceresin, 
compatibility of polymer dispersions, electrokinetic 
researches, surface energy.

ИССЛЕДОВАНИЕ ВЛИЯНИЯ ДИОКСИДА ТИТАНА 
РАЗЛИЧНЫХ МАРОК НА ХАРАКТЕР ТЕРМОЛИЗА 
ИНТУМЕСЦЕНТНЫХ ОГНЕЗАЩИТНЫХ ПОКРЫТИЙ
А. А. Устинов, О. А. Зыбина, д.т.н. О. Э. Бабкин
Рассмотрена роль диоксида титана в термоли-
тическом синтезе пенококса в процессе горения 
интумесцентных огнезащитных покрытий; с помо-
щью комплексного термического анализа изучено 
влияние различных марок диоксида титана, отлича-
ющихся кристаллической модификацией и типом 
поверхностной обработки, на процесс термоокис-
лительной деструкции вспучивающихся составов; 
экспериментально установлена зависимость свойств 
огнезащитных лакокрасочных материалов от марки 
содержащегося в композиции диоксида титана; пока-
зано, что в присутствии диоксида титана рутильной 
модификации огнезащитное покрытие демонстриру-
ет наиболее высокие показатели термостойкости по 
данным дифференциального термического анализа.
Ключевые слова: пожарная безопасность, огнезащи-
та, вспучивающиеся покрытия, интумесцентные 
композиции, огнезащитные краски, термолиз, диок-
сид титана, термический анализ, дериватография, 
коэффициент вспучивания.

RESEARCH ON THE IMPACT OF TITANIUM DIOXIDE 
OF DIFFERENT TRADEMARKS ON THE PROCESS OF 
THERMOLYSIS OF INTUMESCENT FIRE-PROTECTIVE 
COATINGS
A. A. Ustinov, O. A. Zybina, Dr.Sc. O. E. Babkin
The paper overviews the role of titanium dioxide as 
a component of intumescent coatings in the process 
of their thermolysis. It is stated that the properties of 
a charred layer forming from an intumescent coating 
must correlate with the properties of titanium diox-
ide’s species, such as surface treatment and crystalline 
structure. Thermal analysis proves this statement 
showing that rutile titanium dioxide helps forming a 
charred layer which has the highest thermal stability 
thus an intumescent’s efectiveness grows up. It is 
shown that the quality of primary products is extreme-
ly important for intumescent compositions as they 
must operate reliably in case of fi re; and knowledge of 
processes that happen within the composition provides 
an opportunity to fi nd the best-performing ingredients.
Keywords: fi re safety, fi re protection, swelling 
coatings, intumescent compositions, fi re-protective 
paints, thermolysis, titanium dioxide, thermal analysis, 
derivatography, swelling coeffi  cient.

ХАРАКТЕРИСТИКИ ФОТОПОЛИМЕРНЫХ ПОКРЫТИЙ 
ОПТОВОЛОКОННЫХ КАБЕЛЕЙ
д.т.н. О. Э. Бабкин, Л. А. Бабкина, Н. А. Андреева, 
Д. П. Данилович
Производство оптического волокна в России — это 
новое направление промышленности, в котором ис-
пользуются инновационные материалы и техноло-
гии. Приведены характеристики грунта и покрывно-
го лака для оптоволоконного кабеля и методы их 
исследования.
Ключевые слова: оптический кабель, фотополи-
мерные покрытия, диапазон стеклования.

CHARACTERISTICS OF THE PHOTOPOLYMER 
COATINGFOR OPTIC CABLE
Dr.Sc. O. E. Babkin, L. A. Babkina, N. A. Andreeva, 
D. P. Danilovich
The production of optical fi ber in Russia is a new 
direction of the industry, where innovative materials 
and technologies are used. The article presents the 
characteristics of varnish primer and coating varnish 
for fi ber optical cables and methods for their research.
Keywords: optical cable, photopolymer coatings, glass 
transition range.
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